
Tagomat®



options



Contactless bag-tag printing, single wall mount

• Height 860 mm
• Width 320 mm
• Color column RAL 9007 Powder coting STR1 

Sahara
• Option LED status light



Contactless bag-tag printing, single stand 

• Height 1460 mm
• Footprint 500mm x 600 mm
• Color column RAL 9007 Powder coating STR1 

Sahara
• Color base RAL 7021 Powder coating Dark grey
• Option LED status light



Contactless bag-tag printing, single stand with weighing scale

• Height 1460 mm
• Footprint 630mm x 860 mm
• Weighing base 460mm x 600 mm
• Slave display 85 mm x 70 mm
• Capacity 150 kg
• Scale increments 0.1 kg
• Color column RAL 9007 Powder coating STR1 

Sahara
• Color base RAL 7021 Powder coating Dark grey
• Color weighing base Stainless steel
• Stand can be mirrored on site



Contactless bag-tag printing, dual wall mount

• Height 860 mm
• Width 850 mm
• RAL 7047 Powder coating Light Grey
• Option LED status light



Contactless bag-tag printing, dual stand

• Height 1460 mm
• Footprint 500mm x 900 mm
• Color column RAL 9007 Powder coating STR1 

Sahara
• Color base RAL 7021 Powder coating Dark grey
• Color Tagomat® mount RAL 7047 Powder coating 

Light Grey
• Height Tagomat® mount 860 mm
• Width Tagomat® mount 850 mm
• Option LED status light



Contactless bag-tag printing, dual stand batter powered on wheels

• Height 1460 mm
• Footprint 606mm x 865 mm
• Color column RAL 9007 Powder coating STR1 

Sahara
• Color base RAL 7021 Powder coating Dark grey
• Color Tagomat® mount RAL 7047 Powder coating 

Light Grey
• Height Tagomat® mount860 mm
• Width Tagomat® mount850 mm
• Operates for approx. 12 hours, charging time 

approx. 2 hours
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